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Nati Cary Finger In Pussy Nati Cary Finger In Pussy Nati Cary Finger In Pussy Nati Cary Finger In Pussy Cary Nati Finger In Pussy Porno.1. Field of the Invention The present invention relates to an image display device capable of bi-directional error compensation, and more particularly, to an image display device that is able to perform bi-directional error compensation according to a distribution of a light source or an
arrangement of a light-emitting diode. 2. Description of the Related Art In a display device, a character or an image is displayed by modulating an intensity of a light-emitting source by a data signal and reflecting the modulated light. The light-emitting source is a light-emitting diode (LED) or a laser diode (LD). FIG. 1 is a schematic block diagram of a general display device. Referring to FIG. 1, the general display device
includes a light-emitting device 10, a pixel driving circuit 20, a memory 30, and a controller 40. The light-emitting device 10 includes a plurality of LEDs or light-emitting diodes (LEDs), and a pixel driving circuit 20 provides the plurality of LEDs with the same level of currents such that the plurality of LEDs emit the light of same brightness. The memory 30 stores the data signals used for modulating the intensity of the
light emitted from the light-emitting device 10, and the controller 40 generates the data signals for modulating the intensity of the light from the memory 30. The plurality of the LEDs modulate the light according to the data signals supplied from the controller 40. Then, the pixels driving circuit 20, which is a circuit that receives the data signals from the controller 40, converts the data signals to driving signals, and applies
the converted driving signals to the plurality of the LEDs. The pixel driving circuit 20 consists of a transistor array, and the light emitted from the plurality of the LEDs is represented in a resolution of the pixel driving circuit 20. The controller 40 is, for example, a memory. That is, the controller 40 stores a graphic data set for use in representing the characters or the images in a memory and generates the data signals
according to the graphic data set. Generally, the graphic data set includes data indicating a shape of the character or the image to be displayed and data indicating a brightness level of the displayed character or the image. The graphic data
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